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v63
Tree Grille

Constructed from weathering steel, the v63 
offers timeless aesthetics with unparalleled 
durability.

The tree grille supports the health and longevity 
of urban trees while enhancing the aesthetic 
and functional aspects of outdoor spaces.

The v63 tree grille comes in two parts, enabling 
easy installation while providing flexibility 
for various tree sizes and accessibility for 
maintenance.

DESCRIPTION
Weathering steel (also 
known as Corten) tree 
grille in two parts.

DIMENSIONS
Length/Width 1190mm, 
Inner Diameter 500mm. 

OPTIONS
Custom sizes available. 
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FOR AREAS ALREADY PAVED
1.	 Determine the location for the tree grille. Remove pavers and cast a strip foundation to minimum dimensions of 

L900/1200 x W900/1200 x D100mm to fit the size of the grille. The size of the foundation may vary depending on the 
ground conditions. 

2.	 Fill the hole with 35N20 concrete ensuring a good smooth surface finish. The top surface of the foundation should be 
60mm below finished paving level. Allow sufficient time to set.

3.	 Position the grille in the desired location and mark hole positions making sure this is done accurately.
4.	 Remove the grille and drill 4 x 10mm holes to a depth of 150mm. Install Side A of the grille by bolting down through grille 

at two corners only. Use M10 through bolts to fix (such as Hilti HSA M10 x 120).
5.	 Install Side B of the grille by slotting the two tabs under Side A and ensure they are level and aligned. Bolt down through 

the grille at the two corners.
6.	 Replace the paving slabs up to the edge of the tree grille. The top surface should be flush with finished paving level.

FOUNDATIONS 
Foundations must be to engineer’s  specification. 

Tabs to link half 
girlles together

Strip foundation

SECTION A-A

Detail B

 B Side A

Side B
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Combined thickness 
of grille and subframe

Fixing hole in 
subframe, four 
places
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Detail A
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Weathering
Steel
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WEATHERING STEEL
Weathering Steel, also known as Corten (the original brand name), is an extremely durable material, which makes it suitable 
for many street furniture applications. Before choosing Weathering Steel, it’s important to consider a potential downside: 
the pigmented runoff from the material. Until Weathering Steel fully stabilizes, this runoff may stain the ground beneath or 
transfer onto anything it comes into contact with, such as clothing.

Mitigation measures can be taken, such as gravel borders, or grating around objects. Sealers can be used where contact 
is likely, but they do detract from the natural look of the material and, unlike exposed Weathering Steel, do require 
maintenance. 



Maintaining
Weathering
Steel

MAINTENANCE 
Prior to shipping, all our weathering steel has been shot blasted to remove mill scale and give the surface an even finish. Once 
the material has been shot blasted, it has a grey metallic appearance but will quickly start to oxidize and turn orangey-brown, 
which darkens over time. 

There may be some unevenness in the finish initially, as the initial formation of the passive layer sees a very distinctive 
change in colour over a short period of time. Any unevenness will disappear within a number of months. The patination 
process can be accelerated by the use of chemicals, but the simplest and safest way to speed up the process is by spraying 
the material with a saltwater solution over a period of a couple of weeks. 

Should the Corten require cleaning this can be done using a scrubbing brush and warm water with a mild detergent. Avoid 
abrasive cleaners as they will remove or alter the texture of the weathered surface. Graffiti can be removed using a graffiti 
remover such as AF Graffiti Remover Gel GRG400.
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